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EASYLIFT PREMIUM BIKE RACK
Design: VELOPA

Two tier bicycle parking
Modular, so can be assembled in the length required
Aluminium tracks with gas springs for lifting bicycles (Max. 15 kg)
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EASYLIFT PREMIUM BIKE RACK
•	 Two tier bicycle parking
•	 Offset heights provide better utilisation of space
•	 Suits all types of tyre
•	 Modular, so can be assembled in the length required
•	 Aluminium tracks with gas springs for lifting bicycles (Max. 15 kg)
•	 Optional extra: Lockable clamps

MATERIALS:
•	 Telescopic rails in aluminium
•	 Handle in fibreglass-reinforced PA6, red RAL 3000
•	 Hot-dip galvanised steel

DIMENSIONS:
Distance between clamps: c/c 375 mm, 400 mm or 500 mm
Recommended clearance height: Min. 2750 mm

MODULE SIZES:
•	 Single-sided: 4, 8, 12 or 16 parking spots
•	 Double-sided:  8, 16, 24 or 32 parking spots

INSTALLATION:
•	 HITSA provides installation specifications depending on the site
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EASYLIFT PREMIUM BIKE RACK
•	 Two tier bicycle parking
•	 Offset heights provide better utilisation of space
•	 Suits all types of tyre
•	 Modular, so can be assembled in the length required
•	 Aluminium tracks with gas springs for lifting bicycles (Max. 15 kg)
•	 Optional extra: Lockable clamps

MATERIALS:
•	 Telescopic rails in aluminium
•	 Handle in fibreglass-reinforced PA6, red RAL 3000
•	 Hot-dip galvanised steel

DIMENSIONS:
Distance between clamps: c/c 375 mm, 400 mm or 500 mm
Recommended clearance height: Min. 2750 mm

MODULE SIZES:
•	 Single-sided: 4, 8, 12 or 16 parking spots
•	 Double-sided:  8, 16, 24 or 32 parking spots

INSTALLATION:
•	 HITSA provides installation specifications depending on the site
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EASYLIFT PREMIUM BIKE RACK
•	 Two tier bicycle parking
•	 Offset heights provide better utilisation of space
•	 Suits all types of tyre
•	 Modular, so can be assembled in the length required
•	 Aluminium tracks with gas springs for lifting bicycles (Max. 15 kg)
•	 Optional extra: Lockable clamps

MATERIALS:
•	 Telescopic rails in aluminium
•	 Handle in fibreglass-reinforced PA6, red RAL 3000
•	 Hot-dip galvanised steel

DIMENSIONS:
Distance between clamps: c/c 375 mm, 400 mm or 500 mm
Recommended clearance height: Min. 2750 mm

MODULE SIZES:
•	 Single-sided: 4, 8, 12 or 16 parking spots
•	 Double-sided:  8, 16, 24 or 32 parking spots

INSTALLATION:
•	 HITSA provides installation specifications depending on the site
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EASYLIFT PREMIUM BIKE RACK
•	 Two tier bicycle parking
•	 Offset heights provide better utilisation of space
•	 Suits all types of tyre
•	 Modular, so can be assembled in the length required
•	 Aluminium tracks with gas springs for lifting bicycles (Max. 15 kg)
•	 Optional extra: Lockable clamps

MATERIALS:
•	 Telescopic rails in aluminium
•	 Handle in fibreglass-reinforced PA6, red RAL 3000
•	 Hot-dip galvanised steel

DIMENSIONS:
Distance between clamps: c/c 375 mm, 400 mm or 500 mm
Recommended clearance height: Min. 2750 mm

MODULE SIZES:
•	 Single-sided: 4, 8, 12 or 16 parking spots
•	 Double-sided:  8, 16, 24 or 32 parking spots

INSTALLATION:
•	 HITSA provides installation specifications depending on the site


