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MASCOT SHELTER
Design: HITSA

Modular – extra bays can be added to extend the shelter
Single or double-sided
Can be used as both a bicycle shelter and bin shelter
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MASCOT SHELTER
•	 Modular – extra bays can be added to extend the shelter
•	 Single or double-sided
•	 The double-sided shelter comes with steel guttering and drainpipe down to the ground
•	 Optional extra: Steel guttering and drainpipe on single-sided shelter
•	 Optional extra: Side panels, 1-4 sides
•	 Optional extra: Door
•	 Optional extra: LED lighting
•	 Also available in any RAL colour

MATERIALS:
•	 Hot-dip galvanised steel
•	 Also available in powder-coated, hot-dip galvanised steel

STANDARD ROOF TYPES:
•	 LP/20 trapezoidal steel panels
•	 10 mm polycarbonate corrugated panels/thermo panels

•	 Roofing felt (regular or prepared for sedum roof)

STANDARD PANEL MATERIALS:
•	 1.5 mm perforated steel panel bent to form cassettes
•	 1.5 mm perforated steel panel in frame
•	 Wire mesh in frame

DIMENSIONS (does not apply to sedum roof):
Columns: Ø 60 mm tubular steel
Purlins: Ø 60 mm tubular steel

INSTALLATION:
•	 Supplied for cementing in. Installation according to instructions from HITSA.


